
Renault - AD1 Module fitting instructions 

 

Step 1. 
 
Make sure the ignition is OFF.  
Remove the battery cover and inside this area locate the 25AMP fuse which supplies power to the 
Adblue control unit. Remove this fuse and check pins 3 & 4 on the Adblue control unit connector to 
make sure the power is OFF to the pump. The Adblue Control unit is located in the centre of the 
chassis just in front of the trailer plate. 
 
Step 2.  
 
Cut open the loom close to the Adblue control unit connector plug and make the connections as 
shown in the diagram. (Do not cut any wires just join into them) 
 
Step 3. 
 
When the AD1 module is wired into the truck properly tape up the loom and mount the box securely 
to the chassis using suitable cable ties. (The AD1 module is completely water proof) 
 
Step 4. 
 
Switch on the ignition and use a suitable diagnostic tool to clear the remaining fault codes (If any) 
which might be stored in the ECU (Engine Control Unit). Do not attempt the access the Adblue 
Control unit as this will fail. Once the faults are cleared check the Adblue level indicator, this should 
now be showing about ¾ full regardless of the actual level in the tank. 
 
 
Job Complete....... 
 
 
 
NOTE:  The NOX Sensor on the Renault models is connected directly to the engine control unit and is 
required to function properly in order for the engine to run without any faults. If this sensor fails in 
the future or is faulty now it must be replaced as it can cause an exhaust warning symbol to 
illuminate on the dash even though the Adblue system is disabled. 
 
Note: If you require the adblue system to be activated again then you must turn off the ignition then 
replace the fuse which you removed in step 1. If the fuse is installed then the adblue system will be 
active, if it is out then the module will take over. Never remove or replace the fuse with the ingition 
switched on! 
 
 
 
 
 
Legal Disclaimer 
 

ECUFLASH supplies this module to allow trucks to be downgraded from Euro5 to Euro3/4 specification. This unit should 
only be used off road or outside the European Union where Adblue is not available. ECUFLASH Ltd takes not responsibility 
for improper use of this module. 




